
REST EASY, YOU’RE PROTECTED
The NXA-UPS1500 Uninterruptible Power Supply is a necessity in protecting 
AMX control systems, MAX Digital Content Servers and other precious 
system components from lightning, power surges and power loss. 

GRACE UNDER PRESSURE
Boasting 1500 Volt Amps / 900 Watts in backup capacity in a one-third 
smaller package than our previous generation, the NXA-UPS1500 and will 
communicate directly with MAX Servers (through the optional Ethernet 
module) to ensure graceful shutdowns every time.
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NXA-UPS1500 
   • US VERsION: (120VAC) FG678-15
   • INT’L VERsION: (220VAC) FG678-20

INPUT
	 • Voltage Window (DIP Switch selectable): 
		  - US Version: 110/115/120 Vac +35% ˜ -32%
		  - Int’l Version: Int’l version - 220/230/240 Vac +35% ˜ -32%
	 • Frequency: 45 ˜ 65Hz (50/60Hz auto-sensing)

OUTPUT
	 • Voltage Window (AC Mode): 
		  - US version - 110/115/120 Vac +8% ˜ -12%
		  - Int’l version - 220/230/240 Vac +8% ˜ -12%
	 • Voltage Window (Inv Mode): 
		  - US version - 110/115/120 Vac +/-5%
		  - Int’l version - 220/230/240 Vac +/-5%
	 • Capacity (VA/W): 1500/900
	 • Wave Form: Pure sine wave
	 • Frequency: 50Hz/60Hz +/-0.1Hz
	 • Transfer Time: 2 ms typical
	 • Autonomy: > 8 min.
	 • DC Start: Yes

BATTERIES
	 • Type: 12V, sealed lead acid maintenance-free
	 • Capacity: 9AH
	 • Quantity: 4 12V batteries required (included with the US/120V version)
	 • Voltage: 24 Vdc
	 • Recharge Time: 2 ˜ 4 hours to 90%
	 • Storage: 
		  - Store at -15 to +30 °C (+5 to +86 °F), charge the UPS battery every 6 months
		  - Store at +30 to +45 °C (+86 to +113 °F), charge the UPS battery every 3 months

LED
	 • Utility mode
	 • Backup mode
	 • Battery conditions

LCD 
	 • Load level (%)
	 • Battery level (%)
	 • Bypass
	 • AVR-Boost/AVR Buck
	 • Battery Low/Replace/Fault
	 • UPS Fault
	 • Site Wiring Fault
	 • Overload

AUSTRALIA  •  BELGIUM  •  CANADA  •  CHINA  • DUBAI •  ENGLAND  •  FRANCE  •  GERMANY  •  GREECE  •  HONG KONG  •  INDIA  •  INDONESIA  •  ITALY  •  JAPAN

LEBANON  •  MALAYSIA   •  NETHERLANDS  •  NEW ZEALAND  •  PHILIPPINES  •  PORTUGAL  •  RUSSIA  •  SINGAPORE  •  SPAIN  •  SWITZERLAND  •  THAILAND  •  TURKEY  •  USA

ATLANTA  •  BOSTON  •  CHICAGO  •  CLEVELAND  •  DALLAS  •  DENVER  •  INDIANAPOLIS  •  LOS ANGELES  •  MINNEAPOLIS  •  PHILADELPHIA  •  PHOENIX  •  PORTLAND  •  SPOKANE  •  TAMPA

3000 RESEARCH DRIVE, R ICHARDSON, TX 75082  •   800.222.0193  •   469.624.8000  •   +1.469.624.7400  •   469.624.7153 fax   •   www.amx.com


